




DYNAVUE DUO
4-IN-1 DYNAMIC VETERINARY DIAGNOSTIC SYSTEM

10kW Monoblock
(220V 15A)

Automatic voltage 
regulator (AVR)

Automatic thickness 
measurament

Self diagnosis
and reporting

4-way floating 
tabletop

43x43 dynamic 
FPD

Switch between x-ray 
and live video x-ray with 

the click of a button

Thermal IR Camera
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DYNAVUE DUO
VETERINARY DIGITAL X-RAY, THERMAL IMAGING, AND FLUOROSCOPY MACHINE
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X-RAY SYSTEM

RAD
MODE

POWER 10kW

FLO
MODE

POWER 3.8kW

mA 10mA ~ 160mA mA 1mA ~ 25mA

EXPOSURE 10~200msec EXPOSURE 10min

FOCAL SPOT 0.6 FOCAL SPOT 0.3

KVP 40 ~ 120kV(1kV step)

TARGET ANGLE 16°

HEAT CAPACITY 105kJ

DETECTOR

RAD
MODE

PIXEL
RESOLUTION

3072 x 3072
(1x1 binning)

FLO
MODE

PIXEL
RESOLUTION

1536 x 1536
(2x2 binning)

MPIXEL PITCH 140µm MPIXEL PITCH 280µm

SPATIAL
RESOLUTION 3.57p/mm SPATIAL

RESOLUTION 1.78lp/mm

FRAME/SECOND / FRAME/SECOND 30 (High Image Quality); 
Post-Image Processing

ACTIVE IMAGE SIZE 427 x 427mm

BIT DEPTH 16bit

COLLIMATOR

TYPE Double Slit, Manual

INITIAL POSITION 0cm x 0cm

MAX POSITION 43cm x 43cm

LASER POINTER Class II

LED LAMP 500mA, PWM control

POWER

220V 60Hz 10A



DIAGNOSTIC SOFTWARE FOR VETERINARY
EXAMVUE DUO

pg 50

ExamVue Duo Veterinary Software is a professional image solution so�ware with specialized 
modules to acquire, adjust, measure, analyze, and manage images acquire from a flat panel 
detector of your choice. The so�ware is very intuitive and user-friendly and o�ers great versatility 
to its end-users.

Integration and Communication 
with the generator – Simpler and 
more intuitive workflow

Animal information: Modality Work
List Generator provided as bundle

Multiple language support

Fast and professional
image processing for each
individual examination



Software
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Software Management  

Management S/W allows its user to export and import database such as exposure conditions per 
body part/projection, presets, and other features.

Useful Imaging and Annotation Tools
• Free Rotation, Black Blocker, Image
• Export, Automatic or manual removal of grid lines
• DICOM3.0 Compatible, DICOM Print, DICOM Send

Worklist Tool

Convenient Diagnosis Function
• Freely Configurable body parts
• Fast and safe registration of emergency patients

User Friendly Design
• Optimized GUI design for touch screen

Simple & Fast Workflow
• Faster Image Acquisition using the preview function

Image
delete

File
in/out

Merge

Comment

Compare

Report

DICOM
send

Edit
patient

Measuring tool with graphic guide



EDAMISEDAMIS
RADIOGRAPHY, TOMOGRAPHY, TOMOSYNTHESIS

 AND FLUOROSCOPY IMAGING CAPABILITIES INTEGRATED IN A SINGLE SYSTEM

IPS Medical is steadfastly advancing the development of new technologies, with the goal of 
providing ever more advanced and high-performing products to the international market.

In this spirit, we have established a prestigious partnership with the American company 
Orimtech for the distribution and support of the EDAMIS system: a revolutionary and 
unique solution that integrates tomography, tomosynthesis, digital radiography, and fluorosco-
py into a single device, specifically designed for large animals such as horses and camels. 

EDAMIS represents the future of veterinary diagnostics, combining versatility, precision, and un-
precedented technological innovation.
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The use of large-scale in-
dustrial robots, powerful 
X-ray source (100 kilowatts), 
and X-ray detectors from the 
world’s best manufacturers.

Specially designed proprietary algorithms for 
processing digital radiography and fluoroscopic 
images. Compensation of the high-level of radiation 
absorption. 

The ability of performing tomosynthesis and 
fluoro studies of spine, including the immediate 
vicinity of the shoulder and pelvis areas.

Registration and compensation of animal motion to 
obtain high spatial resolution images. No need 
for deep anesthesia.

Easy to manage: controlling robots and radiation 
techniques by a consumer mobile device in the im-
mediate vicinity of the patient.

Built-in video recording of the study.
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HIGH-RESOLUTION CBCT SCANNER FOR VETERINARY 3D IMAGING

The Planmed Verity® VET is a stand-alone cone beam CT scanner designed especially for 
veterinary imaging. It provides highly accurate submillimeter-resolution volumetric images of 
the animal’s bony structures, such as the teeth, skull and extremities. Its detailed 3D images 
enable accurate diagnosis and treatment planning.
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DISTRIBUTORE
ESCLUSIVO IN ITALIA!



EXCELLENT IMAGE QUALITY
Planmed Verity® VET provides highly accurate submillimeter-resolution 3D images of the 
patient’s anatomy. The CBCT scanner is designed to find even the smallest pathologies and 
fractures in the animal’s bony structures.

With Planmed Verity VET CBCT scanner, the patient’s teeth, skull and extremities are captured 
accurately in 3D for diagnosis and treatment planning. Although digital radiography and 
ultrasound devices are also helpful in treating patients, these imaging modalities are 
fundamentally limited compared to 3D imaging as they produce 2-dimensional projections of 
the 3-dimensional anatomy.

Furthermore, the innovative imaging protocols of Planmed Verity VET allows reducing the 
scanner’s already low e�ective patient doses without compromising diagnostic image quality.

EASY IMAGING AND DIAGNOSIS
Planmed Verity® VET is equipped with an easy-to-use graphical user interface and 
accompanied by a dedicated workstation for viewing the captured images from all angles in 
Planmeca Romexis® veterinary imaging so�ware. The mobile positioning table of the scanner 
enables precise, fast and e�ortless image acquisition of the patient’s teeth, skull and extremities.
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COMPACT AND MOBILE
The easy-to-move and compact Planmed Verity VET scanner brings 3D imaging directly to where 
the patient is and can be accessed easily when needed. When not in use, the mobile scanner 
is easy to move around and store in another location. Its mobility also enables flexible room 
design solutions even when space is limited.

DIMENSIONS

pg 56



Anode voltage 80–96 kV

Anode current 1–12 mA

Scan time 18–35 s

Field of view, single scan 16 x 13 cm

Field of view with stitching 16 x 20 cm

Resolution 0,2 mm

Power input 100–240 V (single phase) 10–16 A (standard outlet)

Weight 350 kg (770 lbs)

TECHNICAL DATA
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WHY CHOOSE CONE BEAM COMPUTED 
TOMOGRAPHY FOR VETERINARY RADIOGRAPHY?
• Cone Beam Computed Tomography (CBCT) provides anatomically 

accurate 3D images for assessment and treatment planning.

• The thin, sharp image slices of CBCT images are more detailed than 
conventional X-ray images, which only provide simple 2D information.

• The fast scanning process of the CBCT scanner reduces time under 
anaesthesia as the image is captured in less than a minute, thus being 
more comfortable for the patient while allowing more time for treatment.

• 3D images can also be used in the discussion with the animal owner to 
visualise the conditions and treatment options.

• Perfect for the use on animals of different shapes and sizes – particularly 
suitable for imaging brachycephalic animals.



EQUIPMENT FOR
EQUINE VETERINARIANS
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PODOBLOCK

Made of aluminium base and a synthetic
PE500 top piece.
• Weight Podoblock: 6,5 kg
• 4 rubber feet
• Includes 1 Topblock of your choice

TOPBLOCK + OPTIONAL WEDGE

Easily interchangeable blocks for our
Podoblock Angle diversity 45° to 60° with 5°
increments.
• Made of synthetic PE500
• Available in black only



DR-PROTECTION BOX

• Light-weight protection box - Handheld
• Depending on your DR-system, the box
comes with a mounted grip handle 

EQUINE BOX

• Dimensions: 52 x 44 x 21 cm
• Weight: 7,8 kg
• Material: aluminum
• Lock keys: included
• Available up to 18” Laptop
• Housing for batteries and other accessories
• Carbon protection box for DR Flat Panel included

SCAN WEDGE

Straight-forward wedge for extra extension
to be placed under the hoof.
• Material : Rubber 95° Shore
• Dimensions: 180 x 150 x 65-0 mm
• Angle: 20°

THYROID SHIELD

• Material: Lead vinyl
• Velcro or Magnetic fastener
• Pb 0.5 mm
• One size fits all
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X-RAY GLOVES
• Flexible vinyl glove
• Pb 0.5 mm



PROTECTION AND SAFETY
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X-RAY PROTECTIVE 
GOGGLES
• Lead glasses
• Pb Front 0.75 mm
• Pb Side 0.5 mm
• Adjustable straps
• Protective case

X-RAY APRON

Indispensable protective Apron against the
dangers of radiation. The X-Ray apron is
made of a lightweight nylon.
• Material: Lead Vinyl
• Pb 0.50 mm Front
• Pb 0.25 mm Back
• Snap fasteners

LIGHT BEACON
“DANGER RADIATION” warning light.
• White light to highlight beacon 
indications.
• Red light to signal the device in 
operation
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VETERINARY DENTAL X-RAY EQUIPMENT

HIGH FREQUENCY INTRAORAL
GENERATOR: RiX70 DC
RiX70 DC is the true high-frequency intraoral 
generator in IPS Medical’s family of dental 
equipment.

Why is it better?
• 0,4 mm focal spot
• Selectable voltage: 60-65-70 kV

TWO MODELS: WALL 
MOUNTED AND MOBILE
• Di�erent extension arm
lengths: 40, 60, 80, 100 cm
• Lightweight Tube head and
maneuverable Scissor Arm
• Additional Keypad on the Tube 
head for manual adjusting of the 
parameters
•  X-ray pushbutton with 3-meter 
spiral telephone cable
• Adjustment of exposure parameters 
according to patient size, tooth type, 
and image receptor selected
•  Compatible with any receptor
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VETERINARY DENTAL X-RAY EQUIPMENT

REXTAR X
HAND-HELD DENTAL X-RAY GENERATOR

HERA DENTVET
ACQUISITION SOFTWARE
• Simple and user-friendly work process
• Optimized for the processing and display of 
dental images
• Emergency mode for immediate exposures
• Allocation of exposures in dental format of 
cats and dogs
• Smart tools for post-processing, measure-
ments and annotations
• Export of images in DICOM, TIFF,
BMP and JPEG

+ DENTAL DR
INTRAORAL X-RAY DETECTOR
• CMOS sensor with ergonomic design for patients’ oral cavity
• Finest imaging of dental exposures due to 20µm pixel pitch
• Active imaging area of 26x34mm (Size 2)
• Shockproof detector with bending resistant cable
• High resolution of 20 lp/mm and 2,2 mega pixels
• Protection against dust and waterproof function (IP68)
• Fast data transfer within seconds by USB 2.0 interface

KV/ MA 70kV / 2mA (fixed)

EXPOSURE TIMES 0,01 – 1,30 sec. (43 steps)

TUBE CANON D-401

FOCAL SPOT 0,4 mm

DISPLAY 3,5” LCD

BATTERY 11,1 VDC

DIMENSIONS 146 x 155 x 139 mm

WEIGHT 1,9 kg

SENSOR SIZE 2 2

ACTIVE IMAGE AREA 26 x 34 mm

SENSOR TYPE CMOS

PIXEL PITCH 20 µm

PIXEL NUMBER 1312 x 1720

RESOLUTION 20 lp/mm

SAFETY CLASS IP 68

INTERFACE USB 2.0

• CMOS sensor with ergonomic design for patients’ oral cavity
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PORTABLE GENERATORS

meX+20BT lite
ULTRA-LIGHT HYBRID POWERED

PORTABLE X-RAY

meX+20BT
HYBRID POWERED

PORTABLE X-RAY UNIT

meX+40BT
HYBRID POWERED

PORTABLE X-RAY UNIT

OUTPUT

1,6kW, 90kV/20mA, 75kHz,
High Frequency

Power 1,6kW, 100kV/20mA,
70kHz, High Frequency

Power 2,4kW, 100kV/35mA,
70kHz, High Frequency

Range 50-90kV, 1kV Step,
0,4-20mAs

Range 40-100kV, 1kV Step,
0,3-50mAs

Range 40-100kV, 1kV Step, 
0,4-100mAs

BATTERY Full charging time approx.
4 hours

Full charging time approx.
4 hours

Full charging time approx.
4 hours

WEIGHT Net Weight: 7,2 Kg (Inc.
BATTERY), Dual laser, LED lamp

Net Weight: 11,2kg (incl.
BATTERY), Dual Laser, LED lamp

Net Weight: 14,2kg (incl.
BATTERY), Dual Laser, LED lamp

CUBEX 16 CUBEX 24 CUBEX 50

OUTPUT POWER 1.6kW 2.4kW 5kW

RADIOGRAPHY KV
RANGE   40kV ~ 90kV 40kV ~ 100kV 50kV ~ 110kV

MAS RANGE 0.4mAs ~ 32mAs 0.4mAs ~ 100mAs 0.4mAs ~ 100mAs

MA RANGE 12 ~ 30mA 16 ~ 40mA 20 ~ 100mA

WEIGHT 8.6kg 13kg 13kg
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INTERNATIONAL DISTRIBUTION

IPS MEDICAL WORLDWIDE
Alaska
Algeria
Australia
Austria
Belgium
Bosnia-Erzegovina
Canada
Croazia
Czech Republic

Denmark
Emirati Arabi 
Uniti
Estonia
Finland
France
Germany
Greenland
Hong Kong

Hungary
Israel
Kazakistan
Latvia
Lithuania
Malesia
Malta
New Zeland 
Netherlands

Norway
Poland
Portugal
Romania
Russia
Saudi Arabia
Serbia
Singapore
Slovackia

Slovenia
South Korea
Spain
Sweden
Switzerland
Turkey
United Kingdom

United States

pg 64

VERONA
HEADQUARTERS



International leader in x-ray units
Worldwide delivery
Dedicated customer service
Made in Italy
High quality products with cutting-edge technologies

pg 65

VERONA
HEADQUARTERS



COMPANY EVOLUTION
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POST-SALE COMMITMENT

From the initial stage of our company, one of our core pillars has always been the post-sale 
support and customer care.

We provide an immediate support to any situation. Starting with a fast remote electronical 
diagnosis to find issues and then providing immediate technical support.

We really believe that a happy customer makes a di�erence at the end of the day and we work 
in order to reach this goal with passion and enthusiasm.

CUSTOMER
CARE

SPARE
PARTS

COLLECTION/
DISPOSAL
of used equipment

REMOTE
SUPPORT

PHONE
SUPPORT

We follow our customers with care from 
the very beginning, and we have trusted 
customers all over the world.

Our technical department can connect 
remotely and provide assistance.

Our service can ship spare parts 
all over the world.

Customer care support through telephone 
and email.

Our team o�ers technical advice regarding 
the collection and/or disposal of your used 
equipment.
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DR. OAKLEY - YUKON VET

I.P.S. Medical has established a partnership with the renowned Dr. Oakley, scientific personality 
star of the hit TV show “Dr. Oakley, Yukon Vet” on Nat Geo Wild, the National Geographic channel. 

Her adventures take her all over the world, from remote locations in Alaska to Africa, where she 
showcases her extraordinary skills in treating a wide range of animals, including wild and farm 
animals.

In particular our Philosophy HF400 II x-ray system has been recently installed at the Alaska 
Wildlife Conservation Center where Dr. Oakley operates.
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Thanks to all our customers for choosing us!



Via dell’Agricoltura 22/24, 37012 Bussolengo (VR), ITALY
 Phone +39 045 67 02 927  |  sales@ipsxray.com

www.ipsxray.com

FOLLOW US

@ipsmedicalsrl


